
Monitoring Survey inside of tank for sediment build-up and remove is necessary Every 5 years or as required
Monitoring Inspect/check all inlets and vents  to ensure that they are in good condition and 

operating as designed.
Annually

Occassional maintenance Repair/rehabilitate inlets and vents. As required
Regular maintenance Inspect and identify any areas that are not operating correctly. If required, take 

remedial action
Monthly for 3 months, then 
annually

Remedial action Repair erosion or other damage by reseeding and  re-turfing As required
Remedial action Repair/rehabilitation of inlets. As required
Remedial action Relevel uneven surfaces and reinstate design levels As required
Occassional maintenance Reseed areas of poor vegatation growth As required
Occassional maintenance Prune and trim any trees and remove cuttings Every 2 years, or as required
Occassional maintenance Remove sediment from inlets and main basin when required Every 5 years, or as required
Regular maintenance Remove litter and debris Monthly
Regular maintenance Cut grass - meadow grass in and around basin Half  yearly (spring- beofre nesting 

season, and autumn)
Regular maintenance Manage other vegatation and remove nuisance plants Monthly at start, then as required

Regular maintenance Inspect inlets for blockages, and clear if required Monthly
Regular maintenance Inspect bankside, structures, pipeworrk etc for evidence of physical damage Monthly

Regular maintenance Inspect inlets and facility surface for silt accumulation. Establish appropriate silt 
removal frequencies 

Monthly for first year, then 
annually or as required.

Regular maintenance Tidy all dead growth before start of growing season Annually 
Regular maintenance Remove sediment from inlets, outlets and forebay Annually or as required
Regular maintenance Manage wetrland plants in outlet pools - where provided Annually

Regular maintenance Replace any plants, to mainain planting density As required
Regular inspections Assess plants for disease infection, poor growth,

 invasive species etc and replace as necessary
Quarterly

Regular maintenance Remove litter and surface debris and weeds Quarterly

Monitoring Lift flow control chamber cover and inspect to determine condition of
chamber and flow control device. Remove debris

Monthly during first half year of
operation, then every six months

Routine maintenance Inspect manholes and remove any silt or debris from base and ensure 
that they are clean.

Six monthly

Routine maintenance Jet pipework to remove debris/silt As required

Other

Maintenance Schedule - All Maintenance to be carried out in accordance with CIRIA 753

Soakaway  Basin

Soft landscaping

Private Packaged Sewage Treatment Works
Maintain to manufacturers specifications: "GL0014K-01 BD-BG Owners Handbook"

Cellular Soakaway


