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SUMMARY

This report is concerned with trees which might be implicated in a proposal to

develop land adjacent to ‘The Bungalow’, Colliery Lane, Linton.

The report and accompanying tree survey schedule is produced in accordance
with the guiding principles of British Standard 5837:2012 'Trees in Relation to

Design, Demolition and Construction - Recommendations.'

The Root Protection Areas (RPA's) of the trees surveyed is calculated and
recorded in the Tree Survey Schedule where they are expressed both in linear
and square metres; it is at this distance/around this area that usually tree
protective barriers should be erected around any trees to be retained. Where
construction is proposed within the RPA special techniques should be employed

and general guidance is contained herein.

All rights in this report are reserved. Its content and format are for the exclusive
use of the addressee and agents in dealing with the subject matter and only they
may reproduce or transmit it, in any form or by any means, electronic,
mechanical, photocopying, recording or otherwise. It may not be sold, lent, hired
out or divulged to any third party not directly involved in the matter concerned
without the written consent of John Booth Arboricultural Consultants Ltd.

© John Booth Ltd 2018



© 00 N o

Contents

Introduction

1.1 Author’s Qualifications and Experience
1.2 Instructions & Brief

1.3 Documents and Information Provided
1.4 Scope

Site Visit and Observations
2.1 Site Visit

2.2 Tree Survey Methodology
Tree Retention - General

3.1 Below Ground Constraints

Arboriculturally Acceptable Construction Methods Within RPA

4.1 Hard Surfacing

4.2 Services

4.3 Temporary Site Accommodation
Other Considerations

5.1 Trees Subject to Statutory Controls
5.2 Trees and Wildlife

5.3 Implementation of Tree Works

5.4 New Planting

Recommendations

References

Tree Survey Schedule & Plan
Appendices

Appendix 1 Curriculum vitae

Appendix 2 Tree Survey Methodology

Appendix 3 No-Dig’ Construction Example Specification

Figures
Tree Protective Barrier
Barrier Notice

Adapted Barrier Incorporating Temporary Ground Protection



11

1.2

1.3

1.4

INTRODUCTION

Author’s Qualifications and Experience: | am a Chartered Arboriculturist, a
Chartered Surveyor, a Chartered Environmentalist, a Fellow and Registered
Consultant of the Arboricultural Association and an assessor for its Registered
Consultant scheme; | am also a past national chairman. | am a Fellow and
registered consultant of the Institute of Chartered Foresters, a Fellow of the
Royal Institute of Chartered Surveyors and a Fellow of the Chartered Institute of
Horticulture. | have over thirty years experience of arboriculture and amenity
tree management and have written papers published in respected journals such
as the International Journal of Urban Forestry. | am trained in the use of the
Quantified Tree Risk Assessment (QTRA) methodology and am a Bond
Solon/Cardiff University certificated Expert Witness. A full CV can be found at
Appendix 1.

This report is based on my site observations and the information provided.

Instructions and Brief: Simon Gratton of Blair Gratton Architects representing
Malcolm Lee (the client), sought advice regarding the condition of trees
occupying land adjacent to ‘The Bungalow’, Colliery Lane, Linton (the site). A
Tree Survey Schedule compliant with the guiding principles of British Standard
5837:2012 ‘Trees in Relation to Design, Demolition and Construction -
Recommendations.’ is contained in this report and all survey data is recorded in

this schedule.

Documents & Information Provided: A topographical survey plan illustrating
the existing layout was provided and has been annotated to supplement the

Tree Survey Schedule.
Scope:

1.4.1 This report has been prepared for the sole use of the client. Any third

party referring to this report or relying on the information contained herein does
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2.1

so entirely at his or her own risk.

1.4.2 Whilst every effort has been made to detect defects within the subject
trees, no guarantee can be given as to the absolute safety or otherwise of any
individual tree. This report represents a survey and should not be construed to
be a detailed tree inspection report; trees comprising groups were assessed as
such and individuals within were not subject to inspection. Any
recommendations given are intended to reduce the likelihood of tree collapse
but absolute safety is not a realistic goal; even apparently sound trees can fail
particularly during inclement weather eg Gale force winds of 8 (39 - 46 mph)
may result in the shedding of small twigs and branches whereas Gale force 10
winds (55 — 63 mph) may result in trees being uprooted. All recommendations
are given in the context of the site’s current usage; any change will dictate a

further survey.

1.4.3 Where trees were clad with ivy (Hedera helix) or where dense twig growth
obscured the tree trunk, this was recorded in the Tree Survey Schedule. The
inspection of such trees is impeded; ivy and twig growth should be removed

and a further inspection carried out.

1.4.4 The findings and recommendations contained within this report are,
assuming its recommendations are observed, valid for a period of twelve
months from the date of survey. Trees are living organisms subject to change —
best practice dictates they are inspected on a regular basis for reasons of

safety.

SITE VISIT AND OBSERVATIONS

Site Visit: | undertook a site visit on 27 June 2018. The trees were surveyed
visually from the ground. No drilling or excavation was carried out on this

occasion. The weather at the time of the visit was dry and still, visibility was

2

Report on trees at 'The Bungalow' for M Lee by John Booth Ltd, June 2018



2.2

3.1

adequate for the purposes of the visit.

Tree Survey Methodology: The survey was undertaken in accordance with
the guiding principles of British Standard 5837:2012 ‘Trees in Relation to
Design, Demolition and Construction — Recommendations’ and the tree was
assessed objectively and without reference or influence being given to any
proposed site layout. Using ‘Visual Tree Assessment’ (VTA) techniques the
trees were surveyed from the ground. VTA is a methodology, employed by
arboriculturists to evaluate the structural integrity of a tree, relying on
observation of a trees biomechanical and physiological features; this is the
method generally adopted and is appropriate in this instance. Any shrubs and
insignificant trees were omitted from the survey. Groups of trees are identified
as such in instances as are defined in BS 5837 (2012) ie where, by virtue of
the fact that trees are in such close proximity they function as a unit, in visual
terms, aerodynamically or culturally.

Further explanatory details regarding the survey methodology can be found at

Appendix 2.

TREE RETENTION - GENERAL

Below Ground Constraints: to achieve any development various construction
activities are required and great care and consideration needs to be given as to

how such activity can proceed whilst avoiding damage to retained trees.

3.1.2 In order to avoid damage to their roots, trees should be protected using
protective barriers as are detailed in British Standard 5837:2012 ‘Trees in
Relation to Design, Demolition and Construction — Recommendations’ and as
illustrated in Figures 1 and 3. Such barriers should be erected around the RPA
prior to the commencement of the demolition/construction activity; it must
remain in situ and intact until completion. The area within these barriers should,
with some exceptions (see Section 4) be considered sacrosanct, and no work

should be permitted within them. In an effort to ensure any tree protective
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barriers remain during construction, it is further advised that they carry signage

as per Figure 2 and that the Site Agent is briefed accordingly.

Tree Protective Barriers should also be erected, prior to the commencement of
construction, around those areas identified for soft landscaping/tree planting so

as to protect the soil from compaction and denaturing.

Correct setting out of the barriers and ground protection should be confirmed on

site by the project arboriculturist prior to the commencement of any other

operations on site.
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Standard scaffold poles
Heawy gauge 2 m tall galvanized tube and welded mesh infill panels

Ground level
Uprights driven into the ground until secure {minimum depth 0.6 m)

K
1
2
3 Panels secured to uprights and cross-members with wire ties
a
5
&

Standard scaffold clamps

Figure 1 - Tree Protection Barrier
British Standard 5837, (2012), ‘Trees in Relation to Construction:
Recommendations’, Page 20.
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CONSTRUCTION EXCLUSION ZONE

PROTECTIVE FENCING. THIS R ey eh
FENCING MUST BE T R R )
MAINTAINED IN ACCORDANCE i
WITH THE APPROVED PLANS s i i)
AND DRAWINGS FOR THIS LEAD TO CRIMINAL PROSECUTION
DEVELOPMENT. B T i oot e e o v LT
PLANNING AUTHORITY

TREE PROTECTION ZONE:

KEEP OUT!

NO DIGGING OR TRENCHING
NO STORAGE OF PLANT OR MATERIALS

NO VEHICLE ACCESS
NO FIRE LIGHTING
NO CHEMICAL HANDLING
AVOID PLANT CONTACT WITH TREE CANOPY
REPORT ANY DAMAGE
TO TREES OR FENCING IMMEDIATELY

Figure 2 - Barrier Notice

Protective fencing
| Edgeof RPA |
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Platform level at
first it of brickwork
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Protective fencing !

Ground undisturbed and
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a
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Figure 3
Adapted Barrier Incorporating Temporary Ground Protection
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4.1

4.2

3.1.3 Where space is required within the RPA to facilitate the erection of
scaffold this may be satisfactorily achieved incorporating ground protection

within the scaffold structure as illustrated in Figure 3 above.

ARBORICULTURALLY ACCEPTABLE CONSTRUCTION
METHODS WITHIN RPA

Hard Surfacing:

New: It is permissible to construct hard surfacing for drives and paths within
the RPA; however, it can have implications for tree roots. These implications
can often be overcome and/or minimised by employing a ‘no-dig’ construction
(see Appendix 3) methods. These techniques result in structures which are
load bearing and negate the need for deep excavation. Any final surface must
be porous so as to permit gaseous exchange and moisture percolation. Further
advice of a structural engineer must be sought to design the final specification
in accordance with these parameters, with the final design being agreed with a
Chartered Arboriculturist.

Existing: Where hard surfacing exists within the area defined as the RPA, it is
acceptable to erect protective barriers at the extent of that hard surface, since
the surface itself will afford protection to any tree roots beneath. However,
where is proposed to remove/regrade existing hard surfacing care must be
taken to avoid collision between overhanging tree branches and passing
construction traffic. It is advised that to minimise root disturbance the existing
surface is broken and gathered for disposal using hand operated tools, any
backfilling must utilise top quality top soil laid at approximately 50mm deep with
a composted bark mulch laid over that to a maximum depth of 75mm; in the

long term this approach brings a positive arboricultural impact.

Services — Details regarding the siting of underground services have not been

made available, the following is given as general advice: Careful consideration
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4.3

5.1

must be given to the siting of underground services eg drains, electricity, gas
etc. They should ideally not be sited within the RPA; where such is
unavoidable; the trench must be hand dug and all roots greater than 25mm
diameter must be carefully dug around and left intact. Any roots below this
size, where they cannot be retained, must be cut cleanly with pruning tools. If
the trench is to remain open for prolonged periods, especially in hot, dry
weather, roots must be wrapped in damp hessian sacking to prevent
desiccation. In order that they can assess any impact upon trees it is likely that
the LPA will require the submission of details regarding service location and

installation methodology prior to the granting of any planning consent.

Where drains are to be installed within the rooting zone, particular consideration
must be given to their construction; compression joints are not wholly reliable

and can allow root ingress.

Temporary Site Accommodation — Note 2, Page 20 of BS 5837 (2012)
advises that in some circumstances it is appropriate to use site cabins as
components of the tree protective barriers where they can serve as an effective
means of protecting the soil from many of the construction related activities.
Further advice of a Chartered Arboriculturist should be sought should this

matter be of relevance or advantageous.

OTHER CONSIDERATIONS

Trees Subject to Statutory Controls: No attempt has been made to establish

the existence of any statutory controls; the following is given as guidance.

Trees and hedgerows can be subject to statutory control and severe penalties
can result from unauthorised works or damage. It is recommended that prior to
commencement of any tree works the Local Planning Authority (LPA) are

contacted. When proposing to do works to trees within a Conservation Area,
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with some exceptions, eg the implementation of works directly necessary to
implement a full planning permission, six weeks written notice must be given to
the LPA, this notice need not take any form other than a written specification of
what is proposed and a plan illustrating the position of the tree(s). This notice is
often referred to as a Section 211 Notice. Many LPA’s prefer that their standard
pro-forma is submitted to ensure the necessary detail is included in the notice;
whilst such cannot be strictly required it can assist in a speedy outcome.

Having received the notice the LPA has essentially only one of two options at its

disposal ie:

o Impose a TPO in respect of those trees/some of those trees
subject to the notice. This prevents any works being carried out without
the express, written consent of the LPA,

Or

o Do nothing It is considered best practice for an LPA to
acknowledge receipt of the notice but there is no obligation for it to do
so. After six weeks of serving the notice the tree owner may proceed

with the works detailed in the Section 211 Notice.

The LPA cannot, in response to a Section 211 Notice, issue a conditional

consent.

TPO’s are made in the interests of preserving amenity, usually taken to mean
public visual amenity. Trees largely removed from public view and which have
little visual impact are not usually made the subject of a TPO. The written
consent of the LPA must be obtained prior to undertaking works to trees subject
to TPO unless, as with trees in Conservation Areas, certain exemptions apply.
With regard to trees subject to TPO’s it is a requirement that a standardized

application form is used; this form is available from the LPA.

Where trees are protected John Booth Ltd is happy to act as the client’s agent,

liaising as necessary with the LPA and producing the written
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5.2

5.3

5.4

6.1

6.2

submissions/notices/applications as required.

Trees and Wildlife: Trees play host to nesting birds many of which are
protected by law. All British bat species are also protected and can be found in
trees. Great care needs to be taken to avoid disturbance and consideration
should be given to the timing of tree works in order to avoid disturbance.
Where the presence of protected species is suspected, Natural England should

be contacted for advice.

Implementation of Tree Works: Guidance on hiring an Arborist is available
from John Booth Ltd. Also, the Arboricultural Association’s Register of
Contractors is available free from The Malthouse, Stroud Green, Standish,
Stonehouse, Gloucestershire GL10 3DL (Telephone 01242 522152,
www.trees.org.uk). Any appointed contractor should carry out all tree works to
BS 3998 (2010) "Tree Work - Recommendations.'

New Planting: It is possible that any planning permission issued will carry a
condition requiring new tree planting, particularly in instances where a proposal

involves the removal of trees. Further advice is available upon request.

RECOMMENDATIONS

This report provides guidance for the design team and sets out the constraints
relating to the trees on site. Tree survey and RPA detail can be found in the

Tree Survey Schedule.

In an effort to ensure any issues are resolved from the outset it is
recommended that a site visit is undertaken with the Local Authority’s Planning
Case Officer and Tree Officer to ensure that the approach for development and
tree retention is suitable. | would be happy to represent the client at any such

meeting.
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6.3

An auditable system of arboricultural site monitoring should be factored in to the

process wherever trees on or adjacent to a site have been identified for

retention; this should extend to supervision by a chartered arboriculturist

whenever construction and development activity is to take place within any

RPA.
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8 Tree Survey Schedule (Explanatory Notes Found at Appendix 2)

Tree Species Ht | Stem Branch Crown | Age | Cond Comments/ Life Ret | RPA* RP@**
No (m) Dia Spread Ht. Class Preliminary Exp | Cat | (LnM) | (M)
(mm) (m) (m) Recs. (yrs)
E S
G1 Silver birch 12 360 3 3 1 Mat B No work required at this | 10-20 B 4.3 59
(17) moment in time.
G2 Norway maple, Cherry, 4 240 3 3 1 Yng B No work required at this >40 B 29 26
Pine (25) moment in time.
G3 Ash 9 320 5 5 0 Yng B Remove ivy. >40 B 3.8 46
(25)

* RPA = The minimum distance, measured from the trees trunk, at which tree protective barriers should usually be erected.
** RPA = The minimum area in M? around which tree protective barriers should usually be erected.
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Tree Survey Plan (Not to Scale)

ATTMED BOUNDARY
LMADLE rOTLRMEY

Key to Retention Category’s

Green Text — Ret Cat A
Blue Text — Ret Cat B
Grey Text— Ret Cat C
Red Text — Ret Cat U
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9 APPENDICES

Appendix 1: Curriculum Vitae

John Booth mBA, Msc, FICFor, FRICS, CEnv, FArborA, FCIHort, RCArborA, DipArb(RFS), CUEW, LCGI(Hort), NDArb

PROFESSIONAL QUALIFICATIONS

Sheffield/Hallam University, MSc in Environmental Management (Distinction), 2005-2006.
Nottingham Trent/Derby Universities, Masters in Business Administration (MBA) 2002-2005.
Merrist Wood College, RFS Professional Diploma in Arboriculture, 1992-1993.

Merrist Wood College, National Diploma in Arboriculture (Distinction) (B Tec), 1987-1990.
Cardiff University/Bond Solon, Expert Witness Certificate, 2007.

Lantra Certificate — Professional Tree Inspection, 2007.

CAREER

2007 - Director of John Booth Arboricultural Consultants Ltd. (www.jabooth.co.uk)
1994 — 2007 - Arboricultural Manager for Derby City Council.

1990 — 1994 - Tree & Landscape Officer for Wycombe DC.

1988 — 1989 - Assistant Arboricultural Officer for Bolton MBC.

1981 — 1987 - Arborist for Bolton MBC.

MEMBERSHIP OF PROFESSIONAL BODIES

Chartered Forester and Fellow of the Institute Chartered Foresters.

Chartered Surveyor and Fellow of the Royal Institute of Chartered Surveyors.

Fellow, past National Chair, Registered Consultant of Arboricultural Association.

Fellow of the Chartered Institute of Horticulture.

Chartered Environmentalist.

Past Assessor for the Professional Diploma in Arboriculture & Institute of Chartered
Foresters Professional Membership applications.

Licentiate of City & Guilds Institute.

PUBLICATIONS
Numerous articles and papers in academic journals and trade literature.
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Appendix 2: Tree Survey Methodology

The survey was undertaken in accordance with the guiding principles of British Standard
5837:2012 ‘Trees in Relation to Design, Demolition and Construction - Recommendations.’
Significant trees omitted from the plan provided were plotted by eye and included within the

survey. Information recorded in the survey includes:

Species — the species identification is based on visual observations and the common
English name of what the tree appeared to be is listed. In the case of groups only the

principal species are recorded, other minor species may be omitted.

Tree Heights — are estimated in metres. Estimated mature heights are given in brackets.
In the case of groups the mean current height is recorded.

Crown Height — the height to the lowest branch is estimated in metres. In the case of

groups of trees minimum crown height was recorded.

Trunk Diameters — measured at 1.5 metres above ground and recorded in millimetres to
the nearest 10mm. However, in accordance with British Standard 5837:2012 ‘Trees in
Relation to Design, Demolition and Construction - Recommendations.” where the trunk of
any tree divides below 1.5 metres it is considered a multi-stemmed tree and an average is

recorded. In the case of groups of trees the maximum diameter was recorded.

Crown Radius — was recorded in metres along each of the cardinal points. In the case of

groups of trees the maximum peripheral spread was recorded.

Crown Height — height from ground level to lowest principal limb.

Age Class — recorded as follows:

Yng - Young tree; <1/3 of normal life expectancy
Mid - Middle aged tree; between 1/3 & 2/3 normal life expectancy
Mat - Mature tree; has attained optimum stature
OM - Over Mature tree; declining
Mxd - Groups trees of mixed age class
15
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Vet - Veteran tree; tree of great age which is of exceptional value

culturally, in the landscape or for nature conservation.

The Condition of the trees is based upon a preliminary assessment categorised thus:
A - Good
B - Fair
C - Poor
D - Very Poor/Dead

In the case of groups the category awarded is that typical of the group.

Preliminary Recommendations — works required regardless of and also in connection

with development proposals.

Life Expectancy — estimated; ie less than 10 years, 10-20 years, 20-40 years, more than

40 years.

A Retention Category is given as follows which corresponds with Table 1 of British
Standard 5837:2012 ‘Trees in Relation to Design, Demolition and Construction -

Recommendations.’ ie:

o A - Trees of a high quality and value, including public visual amenity value. It is usual
for such trees to be retained unless the planning merits of a particular scheme or

layout over-ride.

o B - Trees of moderate quality and value, including public visual amenity value. Such

trees should be considered for retention.

o C - Trees with a stem diameter of less than 150mm or which are of low quality/value,
including public visual amenity value and/or have and life expectancy of less than 10
years value. The retention of Category C trees should not be allowed to impose
a constraint on development. Trees with a stem diameter of less than 150mm are

classified as Retention Category C, they should be considered for transplanting.
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o U - Trees in such a condition that they are unsuitable for retention. Where category U
trees have identifiable conservation, heritage or landscape value, even though only
for the short term (less than 10 years), they may be retained where they are (or can
be) sited such that concerns over safety are at (or can be reduced to) acceptable

levels.

It must be noted that Retention Categories are awarded purely on arboricultural/amenity
grounds and that in some instances the planning merits of a particular scheme may well

over-ride the retention of even those trees qualifying for Retention Category ‘A’.

Root Protection Area (RPA) — In respect of all trees surveyed the RPA has been
calculated and is given in the Tree Survey Schedule. The figures given represents both the
radial distance, from the trees trunk, at which the barriers should be erected and the entire

area which should be encompassed by the barriers.
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Appendix 3: ‘Cellweb’ ‘No-Dig’ 3 Dimensional Cellular Confinement System

Example Specifications

MM Ltd

Hrroulerosk csilel Bk,
T 177 PP N1 7140 e g

Callwob Section - Tres Root Protacton
clw Block Paving Surface
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3 Dimensional ‘No-dig’ Installation Methodology

o Lay G4 Geotextile over existing ground between pegged timber edgings if used, ensuring
overlaps of 300mm minimum. Temporarily retain G4 Geotextile with either stakes or
weights.

e Install 8 Number 12mm diameter steel pins across the area to be covered by one panel
of the confinement system (the product). The pins shall be orientated in order that each
panel of the product may be laid over and remain in an expanded state.

¢ Install the product over steel pins; where necessary, remove surplus product with a craft
knife.

¢ Immediately adjacent panels of the product shall be connected by providing four staples
at each overlap.

e The expanded product panels shall be infilled with 40/20mm clean angular stone using a
Mini Excavator, under the direction of a chartered arboriculturist. The product shall be
overfilled by 50mm to create a surcharge over the product which protects the leading
edges of the cells. The Mini Excavator may track over areas of infilled product panels
only ie it must not be operated/driven/stored outside the area over which the product is
installed and within the RPA.

e The infilled aggregate shall be rolled and whacked to ensure compaction.

¢ Apply final surface eg block paving, tarmac etc.
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2 Dimensional System — Example specification
(Not Suitable for Vehicular Traffic)

— oy

distance
Retaining Peg B 0.5m _ ,
No-Fines Gravel Type 1 Roadstone B | ‘
Nails | 100-200mm (
I ‘..'itb"t Ll :L.-‘;‘ e s g!' @bggﬁ %ﬁ.«' N | \ ﬁ\
o 4 R et e T e T

PR R e | Fooa
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Cross Sectional Diagram lllustrating ‘Geogrid No-Dig’ Example Construction
Specification.
APN12, Page 4

Figure 4.

The mechanism of interlock between aggregate and
geogrid.




Appendix 4: Temporary Ground Protection

[ Ground-Guards ] GreenTek

Ground protection and site access system
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John Booth Arboricultural Consultants Ltd
John A Booth MBA, MSc, FRICS, FICFor, FCIHort, CEnv, FArborA, RCArborA,
DipArb(RFS), CUEW, LCGI(Hort), NDArb.
Director & Principal Consultant
Chartered Arboriculturist, Chartered Surveyor,
Chartered Environmentalist & Certificated Expert Witness,
Arboricultural Association
& Institute of Chartered Foresters Registered Consultant

242 Highfields Park Drive
Broadway
Derby
DE22 1JY
Tel (01332) 556307
Mobile: 07783 968714
Email: info@jabooth.co.uk
Web: www.jabooth.co.uk
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